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• LOW COST

• HIGH CAPACITY

• MINIMUM FINES

For crushing coal, coke - (petroleum and metallurgi-
cal), salt, lime, lightweight aggregates, glass and other
friable materials.  This is a rugged, simple and efficient 
crusher engineered for great economy when used on
the type of materials for which it is recommended.  The
Black Diamond Double Roll Crusher is generally used
for secondary, tertiary and additional stage 
reduction, where the crushing ratio does not exceed 4
to 1.  However, it can also be effective for primary use,
depending on size of feed, friability of material and
other factors.

DUAL FLYWHEEL DRIVE
Recomended when a wider range of adjustment is
required or when products less than 1/2” are desired.
A flywheel is mounted on each roll shaft, with V-belt
drive and a separate motor required for each.  This
arrangement results in quiet operation, low vibration
and lower maintenance than gear driven units.  The
movable roll drive motor (not shown) is mounted on a
spring loaded base for proper V-belt tensioning.

RUBBER TIRE DRIVE
Stationary and movable rolls are connected by a pair of
rubber tires in tight contact, which allows both rolls to
be driven by a single motor.  V-belts connect the motor
drive to a flywheel mounted on the stationary roll shaft.
This type of drive is recommended for applications that
call for a medium range of adjustment, minimum noise
and vibration.  V-belt drive guards are quoted as an
option.
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CAPACITIES OF BLACK DIAMOND
DOUBLE ROLL CRUSHERS
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APPLICATION RESEARCH
LABORATORY

McLanahan Application Research Laboratory

This well equipped facility is available to assist in making 
recommendations for all types of roll crushers. Test crushers are
available for reducing your samples, as is an extensive library of
data on the characteristics of many types of material.
McLanahan will make crusher size and type recommendation
based on actual tests conducted on your material for your 
application.

McLanahan Corporation has served the industry since 1835
and offers the broadest product line of any roll crusher 
manufacturer.  Have a unique or tough application?  Ask the
McLanahan Sales Department. We have done it all.

S I N C E  1 8 3 5

200 Wall Street PO Box 229
Hollidaysburg, PA 16648 USA

Phone:  (814) 695-9807 Fax:  (814) 695-6684
www.mclanahan.com

Guards are recommended for safe
operation of the equipment.

In some photos safety guards are
not shown.

DRC799
© McLanahan Corporation

Printed in U.S.A.

SINGLE ROLL CRUSHERS

SINGLE ROLL CRUSHERS
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  4  O P T I O N S   

• Rockmaster

• Super  B lack Diamond

• Black Diamond

• Cobra

Stage Loader Crushers

Rotary Coal Breakers

Feeder Breakers

Quadroll Crushers

Triple Roll Crushers

Single Roll Crushers

DDC Sizers

QUADROLL CRUSHERS

SUPER • M
EDIUM DUTY • STANDARD DUTY • ABRASIVE MATERIAL
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Ask for these other
McLanahan products:

Mini-Mac Hammermill Crushers

••   HHeeaavvyy DDuuttyy
••   BBllaacckk DDiiaammoonnddHSS Sampling Systems

A
D I V I S I O N

O F M C L A N A H A N
C O R P O R A T I O N

BULK M
ATERIAL

SAMPLIN
G

SYSTEMS

QUALITY
COMPONENTS

CUSTOM-ENGINEERED

SPECIFICALLY FOR

YOUR APPLICATION.
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Double Roll

Crushers are crushing:

• Clean Coal

• Coal with Rock

• Mine Refuse

• Gypsum

• Ferroalloys

• Coke

• Salt

• Lime

• Shale

These powerful and durable crushers offer many

advantages including:

• High capacity

• Low headroom

• Low Horsepower

• Ability to handle wet, sticky feeds

• Cubical product

• Minimum fines production

• Ability to handle feed sizes ranging from 
6”-10”-12” (or larger where needed) make this
crusher ideal as a secondary reduction stage
after a feeder-breaker or single roll crusher.

• Simplified design gives this unit excellent 
reliability and requires very little maintenance.
Rule of thumb:  ratio of reduction usually does
not exceed 4 to 1, however, 6 to 1 can be
achieved on certain applications.  A ratio of 2 to
1 or 3 to 1 is desirable for abrasive feeds.

Base Frame and Hopper
All fabricated  steel construction, made from steel plate
and shapes, heavily ribbed and gusseted for
maximum strength and rigidity.  Hopper is provided with
renewable A.R. steel liners.  Flanged inlet opening is
designed for attachment of auxiliary feed chute.  Roll
covers have removable access covers to allow for 
periodic maintenance and inspection of rolls.

Bearings
Heavy-duty, self-aligning, anti-friction spherical roller
bearings support the roll shafts.  They are adapter
mounted and grease lubricated, and contained in heavy-
section, fabricated steel housings.  A renewable wearing
plate is located between the sliding bearing and the base
frame to prevent wear on bearing base.  Taconite-type
bearing seals and an automatic grease lubricator are
optional.  Water-cooled bearings and/or roll shafts can be
supplied for handling hot materials.  A renewable 
wearing frame to prevent wear on bearing base.

Guards
Double Roll Crushers are furnished complete with 
necessary personnel guards.  

Dust Seals
Dust seals around the roll shafts prevent dust from
escaping into the atmosphere.  V-belt drive guards are
offered optionally.

Roll Design
Roll shells are available in a variety of alloys for 
processing the feed material.  The roll surface may
include various crushing elements, such as intermeshing
teeth, welded beads, fluted and smoothfaced or a 
combination of smooth and beaded - all designed to
readily grab the feed material and reduce it to desired
product size with minimum fines.  In addition to the stan-
dard roll shells, roll segments can be provided for certain 
applications.

Effective Tramp Iron Protection
Automatic protection against steel, refuse and other
uncrushables is provided by a special toggle 
arrangement. The toggle opens and the movable roll
moves back, creating a large opening to pass the 
uncrushable material.The toggle mechanism provides
positive product size control and the torsion bar and link-
age behind the movable roll assure parallel alignment of
the rolls at all times.

Hydraulic Size Adjustment
Product size adjustment is achieved by means of a
hydraulic mechanism operating through the torsion bar.
Steel shims of varying thicknesses are used to maintain
the setting while the crusher is in operation.  A simple 
double-acting cylinder with hand pump is provided for
rapid adjustment.  (This feature is optional on Black
Diamond Double Roll Crushers.  A turnbuckle 
adjustment is standard.)

HEAVY DUTY DOUBLE ROLL CRUSHER
Powerful, high capacity crusher for secondary and tertiary reduction of limestone, gravel, gypsum, ores,
mine refuse, slag and similar hard materials.  Advantages:  Minimum fines, cubical product, handles wet,
sticky feeds, low headroom, low power consumption, quiet operation, minimum maintenance.

DRIVES
A separate drive for each roll is used with this crusher, resulting in quiet operation, minimum vibration, and
capability for adjustment within a wide range of roll settings.  Flywheels are grooved and balanced and are
of extra heavy-duty design, with heavy rims to carry through peak load operations.  Locking rings used to
secure flywheels to shafts allow for ease of removal when required.

GUARDS
The Heavy Duty Double Roll Crusher is furnished complete with necessary personnel guards. Optional V-
belt drive guards are also available.  

DUST SEALS
Dust seals around the roll shafts prevent dust from escaping into the atmosphere.  Housing is semi-dust tight.

TOGGLE
Automatic protection of the Crusher against steel, refuse and other uncrushables is provided by a special
toggle arrangement.  The toggle opens and the movable roll moves back, creating a large opening to pass
the uncrushable material.  The toggle then returns the roll automatically to the exact desired setting.  This
toggle mechanism provides positive product size control.  The torsion bar and linkage behind the movable
roll assure parallel alignment of the rolls at all times.
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• Kaolin

• Glass

• Trona

• Slag

• Ores

• Clay

• Oil Shale

• Hot Sinter

• and 
other materials
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IN HEAVY DUTY AND BLACK DIAMOND MODELS

For Secondary 

and Tertiary Reduction

of Various Minerals...

• LOW HORSEPOWER

• HANDLES WET, STICKY FEEDS

• PRODUCES MINIMUM FINES

• YIELDS A CUBICAL PRODUCT

GGeenneerraall DDeessiiggnn FFeeaattuurreessGGeenneerraall DDeessiiggnn FFeeaattuurreess

An 18”x18” Black Diamond Double Roll Crusher
shown with optional rubber tire inner-stage drive.

A 42”x60” Heavy Duty Double Roll Crusher

CAPACITIES OF HEAVY DUTY 
DOUBLE ROLL CRUSHERS

(SHORT TONS PER HOUR BASED ON 100#/FT3)



Double Roll

Crushers are crushing:

• Clean Coal

• Coal with Rock

• Mine Refuse

• Gypsum

• Ferroalloys

• Coke

• Salt

• Lime

• Shale

These powerful and durable crushers offer many

advantages including:

• High capacity

• Low headroom

• Low Horsepower

• Ability to handle wet, sticky feeds

• Cubical product

• Minimum fines production

• Ability to handle feed sizes ranging from 
6”-10”-12” (or larger where needed) make this
crusher ideal as a secondary reduction stage
after a feeder-breaker or single roll crusher.

• Simplified design gives this unit excellent 
reliability and requires very little maintenance.
Rule of thumb:  ratio of reduction usually does
not exceed 4 to 1, however, 6 to 1 can be
achieved on certain applications.  A ratio of 2 to
1 or 3 to 1 is desirable for abrasive feeds.

Base Frame and Hopper
All fabricated  steel construction, made from steel plate
and shapes, heavily ribbed and gusseted for
maximum strength and rigidity.  Hopper is provided with
renewable A.R. steel liners.  Flanged inlet opening is
designed for attachment of auxiliary feed chute.  Roll
covers have removable access covers to allow for 
periodic maintenance and inspection of rolls.

Bearings
Heavy-duty, self-aligning, anti-friction spherical roller
bearings support the roll shafts.  They are adapter
mounted and grease lubricated, and contained in heavy-
section, fabricated steel housings.  A renewable wearing
plate is located between the sliding bearing and the base
frame to prevent wear on bearing base.  Taconite-type
bearing seals and an automatic grease lubricator are
optional.  Water-cooled bearings and/or roll shafts can be
supplied for handling hot materials.  A renewable 
wearing frame to prevent wear on bearing base.

Guards
Double Roll Crushers are furnished complete with 
necessary personnel guards.  

Dust Seals
Dust seals around the roll shafts prevent dust from
escaping into the atmosphere.  V-belt drive guards are
offered optionally.

Roll Design
Roll shells are available in a variety of alloys for 
processing the feed material.  The roll surface may
include various crushing elements, such as intermeshing
teeth, welded beads, fluted and smoothfaced or a 
combination of smooth and beaded - all designed to
readily grab the feed material and reduce it to desired
product size with minimum fines.  In addition to the stan-
dard roll shells, roll segments can be provided for certain 
applications.

Effective Tramp Iron Protection
Automatic protection against steel, refuse and other
uncrushables is provided by a special toggle 
arrangement. The toggle opens and the movable roll
moves back, creating a large opening to pass the 
uncrushable material.The toggle mechanism provides
positive product size control and the torsion bar and link-
age behind the movable roll assure parallel alignment of
the rolls at all times.

Hydraulic Size Adjustment
Product size adjustment is achieved by means of a
hydraulic mechanism operating through the torsion bar.
Steel shims of varying thicknesses are used to maintain
the setting while the crusher is in operation.  A simple 
double-acting cylinder with hand pump is provided for
rapid adjustment.  (This feature is optional on Black
Diamond Double Roll Crushers.  A turnbuckle 
adjustment is standard.)

HEAVY DUTY DOUBLE ROLL CRUSHER
Powerful, high capacity crusher for secondary and tertiary reduction of limestone, gravel, gypsum, ores,
mine refuse, slag and similar hard materials.  Advantages:  Minimum fines, cubical product, handles wet,
sticky feeds, low headroom, low power consumption, quiet operation, minimum maintenance.

DRIVES
A separate drive for each roll is used with this crusher, resulting in quiet operation, minimum vibration, and
capability for adjustment within a wide range of roll settings.  Flywheels are grooved and balanced and are
of extra heavy-duty design, with heavy rims to carry through peak load operations.  Locking rings used to
secure flywheels to shafts allow for ease of removal when required.

GUARDS
The Heavy Duty Double Roll Crusher is furnished complete with necessary personnel guards. Optional V-
belt drive guards are also available.  

DUST SEALS
Dust seals around the roll shafts prevent dust from escaping into the atmosphere.  Housing is semi-dust tight.

TOGGLE
Automatic protection of the Crusher against steel, refuse and other uncrushables is provided by a special
toggle arrangement.  The toggle opens and the movable roll moves back, creating a large opening to pass
the uncrushable material.  The toggle then returns the roll automatically to the exact desired setting.  This
toggle mechanism provides positive product size control.  The torsion bar and linkage behind the movable
roll assure parallel alignment of the rolls at all times.
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IN HEAVY DUTY AND BLACK DIAMOND MODELS

For Secondary 

and Tertiary Reduction

of Various Minerals...

• LOW HORSEPOWER

• HANDLES WET, STICKY FEEDS

• PRODUCES MINIMUM FINES

• YIELDS A CUBICAL PRODUCT
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An 18”x18” Black Diamond Double Roll Crusher
shown with optional rubber tire inner-stage drive.

A 42”x60” Heavy Duty Double Roll Crusher

CAPACITIES OF HEAVY DUTY 
DOUBLE ROLL CRUSHERS

(SHORT TONS PER HOUR BASED ON 100#/FT3)



Double Roll

Crushers are crushing:

• Clean Coal

• Coal with Rock

• Mine Refuse

• Gypsum

• Ferroalloys

• Coke

• Salt

• Lime

• Shale

These powerful and durable crushers offer many

advantages including:

• High capacity

• Low headroom

• Low Horsepower

• Ability to handle wet, sticky feeds

• Cubical product

• Minimum fines production

• Ability to handle feed sizes ranging from 
6”-10”-12” (or larger where needed) make this
crusher ideal as a secondary reduction stage
after a feeder-breaker or single roll crusher.

• Simplified design gives this unit excellent 
reliability and requires very little maintenance.
Rule of thumb:  ratio of reduction usually does
not exceed 4 to 1, however, 6 to 1 can be
achieved on certain applications.  A ratio of 2 to
1 or 3 to 1 is desirable for abrasive feeds.

Base Frame and Hopper
All fabricated  steel construction, made from steel plate
and shapes, heavily ribbed and gusseted for
maximum strength and rigidity.  Hopper is provided with
renewable A.R. steel liners.  Flanged inlet opening is
designed for attachment of auxiliary feed chute.  Roll
covers have removable access covers to allow for 
periodic maintenance and inspection of rolls.

Bearings
Heavy-duty, self-aligning, anti-friction spherical roller
bearings support the roll shafts.  They are adapter
mounted and grease lubricated, and contained in heavy-
section, fabricated steel housings.  A renewable wearing
plate is located between the sliding bearing and the base
frame to prevent wear on bearing base.  Taconite-type
bearing seals and an automatic grease lubricator are
optional.  Water-cooled bearings and/or roll shafts can be
supplied for handling hot materials.  A renewable 
wearing frame to prevent wear on bearing base.

Guards
Double Roll Crushers are furnished complete with 
necessary personnel guards.  

Dust Seals
Dust seals around the roll shafts prevent dust from
escaping into the atmosphere.  V-belt drive guards are
offered optionally.

Roll Design
Roll shells are available in a variety of alloys for 
processing the feed material.  The roll surface may
include various crushing elements, such as intermeshing
teeth, welded beads, fluted and smoothfaced or a 
combination of smooth and beaded - all designed to
readily grab the feed material and reduce it to desired
product size with minimum fines.  In addition to the stan-
dard roll shells, roll segments can be provided for certain 
applications.

Effective Tramp Iron Protection
Automatic protection against steel, refuse and other
uncrushables is provided by a special toggle 
arrangement. The toggle opens and the movable roll
moves back, creating a large opening to pass the 
uncrushable material.The toggle mechanism provides
positive product size control and the torsion bar and link-
age behind the movable roll assure parallel alignment of
the rolls at all times.

Hydraulic Size Adjustment
Product size adjustment is achieved by means of a
hydraulic mechanism operating through the torsion bar.
Steel shims of varying thicknesses are used to maintain
the setting while the crusher is in operation.  A simple 
double-acting cylinder with hand pump is provided for
rapid adjustment.  (This feature is optional on Black
Diamond Double Roll Crushers.  A turnbuckle 
adjustment is standard.)

HEAVY DUTY DOUBLE ROLL CRUSHER
Powerful, high capacity crusher for secondary and tertiary reduction of limestone, gravel, gypsum, ores,
mine refuse, slag and similar hard materials.  Advantages:  Minimum fines, cubical product, handles wet,
sticky feeds, low headroom, low power consumption, quiet operation, minimum maintenance.

DRIVES
A separate drive for each roll is used with this crusher, resulting in quiet operation, minimum vibration, and
capability for adjustment within a wide range of roll settings.  Flywheels are grooved and balanced and are
of extra heavy-duty design, with heavy rims to carry through peak load operations.  Locking rings used to
secure flywheels to shafts allow for ease of removal when required.

GUARDS
The Heavy Duty Double Roll Crusher is furnished complete with necessary personnel guards. Optional V-
belt drive guards are also available.  

DUST SEALS
Dust seals around the roll shafts prevent dust from escaping into the atmosphere.  Housing is semi-dust tight.

TOGGLE
Automatic protection of the Crusher against steel, refuse and other uncrushables is provided by a special
toggle arrangement.  The toggle opens and the movable roll moves back, creating a large opening to pass
the uncrushable material.  The toggle then returns the roll automatically to the exact desired setting.  This
toggle mechanism provides positive product size control.  The torsion bar and linkage behind the movable
roll assure parallel alignment of the rolls at all times.

1/4”

1/2”

3/4”

1”

1-1/4”

1-1/2”

2”

3”

4”

6”

Square
Screen

Openings

Width of Roll

24” 36” 48” 60” 72” 84” 96”

26

52

79

104

131

158

208

312

418

627

39

78

118

156

196

236

312

470

627

940

52

106

160

210

260

320

420

630

836

1255

“

“

200

260

325

400

520

780

1044

1570

“

“

236

312

392

472

624

940

1254

1880

“

“

275

365

455

550

730

1095

1465

2195

“

“

315

415

520

630

835

1250

1675

2505

2 3 4

• Kaolin

• Glass
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• Clay

• Oil Shale

• Hot Sinter
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other materials
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IN HEAVY DUTY AND BLACK DIAMOND MODELS

For Secondary 

and Tertiary Reduction

of Various Minerals...

• LOW HORSEPOWER

• HANDLES WET, STICKY FEEDS

• PRODUCES MINIMUM FINES

• YIELDS A CUBICAL PRODUCT
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An 18”x18” Black Diamond Double Roll Crusher
shown with optional rubber tire inner-stage drive.

A 42”x60” Heavy Duty Double Roll Crusher
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• LOW COST

• HIGH CAPACITY

• MINIMUM FINES

For crushing coal, coke - (petroleum and metallurgi-
cal), salt, lime, lightweight aggregates, glass and other
friable materials.  This is a rugged, simple and efficient 
crusher engineered for great economy when used on
the type of materials for which it is recommended.  The
Black Diamond Double Roll Crusher is generally used
for secondary, tertiary and additional stage 
reduction, where the crushing ratio does not exceed 4
to 1.  However, it can also be effective for primary use,
depending on size of feed, friability of material and
other factors.

DUAL FLYWHEEL DRIVE
Recomended when a wider range of adjustment is
required or when products less than 1/2” are desired.
A flywheel is mounted on each roll shaft, with V-belt
drive and a separate motor required for each.  This
arrangement results in quiet operation, low vibration
and lower maintenance than gear driven units.  The
movable roll drive motor (not shown) is mounted on a
spring loaded base for proper V-belt tensioning.

RUBBER TIRE DRIVE
Stationary and movable rolls are connected by a pair of
rubber tires in tight contact, which allows both rolls to
be driven by a single motor.  V-belts connect the motor
drive to a flywheel mounted on the stationary roll shaft.
This type of drive is recommended for applications that
call for a medium range of adjustment, minimum noise
and vibration.  V-belt drive guards are quoted as an
option.
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DOUBLE ROLL CRUSHERS
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APPLICATION RESEARCH
LABORATORY

McLanahan Application Research Laboratory

This well equipped facility is available to assist in making 
recommendations for all types of roll crushers. Test crushers are
available for reducing your samples, as is an extensive library of
data on the characteristics of many types of material.
McLanahan will make crusher size and type recommendation
based on actual tests conducted on your material for your 
application.

McLanahan Corporation has served the industry since 1835
and offers the broadest product line of any roll crusher 
manufacturer.  Have a unique or tough application?  Ask the
McLanahan Sales Department. We have done it all.
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200 Wall Street PO Box 229
Hollidaysburg, PA 16648 USA

Phone:  (814) 695-9807 Fax:  (814) 695-6684
www.mclanahan.com

Guards are recommended for safe
operation of the equipment.

In some photos safety guards are
not shown.
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• Rockmaster

• Super  B lack Diamond

• Black Diamond
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Ask for these other
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